1.Coupling guard ~ 49a. Big impeller

2.Screw 49b. Ring for neck ring
50a. Discharge chamber
4.Chamber o1 Shat

4a.Support chamberyy” o or sjeeve 1
4b.Neck ring assembly 56. Supporting plate

5.Coupling 57. Screw

5a.Inducer 58. Washer

6. Base 59. Pump seat

7. Bracket 60. O ring

8.Screw 61. Outer slee_ve 2

9.Screw 62. Reverse discharge
chamber

10. Seal plate 63. Impeller sleeve

11. Nut 64. Reverse impeller

11a.Washer 65. Impeller nut

15.Impeller nut 66. Reverse support

15a.Impeller nut for chamber )
support chamber 67. Interme_dlate bea_rlng
at reverse impeller side

16. Cone 68. Reverse impeller for

17.Sleeve support chamber

18.Cover 69. Reverse chamber

19.Washer 70. Fasten screw

19a. Screw 71. Liquid resistance platg

25.Staybolt 72. L shape seal ring

26.Inlet&outlet chamber”3- Exchang_e chamb(_er

28.Plug 7_4. Intermediate bearing

ring

29'Sc.rew 75. Split cone

30.0ring 76. Exchange chamber

34.Mechanical seal pearing

36.Air vent nut 77. Screw

37.0ring (Not for single pump)

38.Air vent screw  78. PJE coupling

39.Screw (Not for single pump)

39a.Nut (79. O ring for PJE coupliny
| Not for single pump)

39b.Washer 80. Washer

40.Motor (Not for single pump)

44 Washer 81. Nut

a \Q W% .
' - 4 47a h 37 45.Screw (Not for single pump)
) 19 : 47.Bottom bearing 82. Connecting pipe
0 28 47a.Bottom sleeve (Not for single pump)
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